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CT 350 
350 HP/ 390 FT-LB 

CT 400 
400 HP/ 400 FT-LB 
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CT 525 
525 HP/ 471 FT-LB 

 
 
 

PERFORNANCE 



GM CIRCLE TRACK SEALED ENGINES 
• FACTORY SEALED RACING ENGINE FOR EQUAL COMPETITION. 

 
• TO PREVENT MODIFICATIONS — ENGINES SEALED IN FINAL ASSEMBLY WITH: 

 
• 2 SEALS ON CYLINDER HEADS 

• 2 SEALS ON INTAKE MANIFOLD 

• 2 SEALS ON OIL PAN 

• 2 SEALS ON END COVER 

 
• ALL SEALS ARE SECURE, UNIQUE AND HIGHLY ENCRYPTED. 

• SEALS ID AND LOCATIONS LINKED TO ENGINE SERIAL NUMBER. 
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INTAKE I\/IANlFOLD 

CT 400 
SEAL LOCATIONS 

VKR 
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GM CIRCLE TRACK SEALED ENGINES 
48 53 LfTC-05:00 

ENGINES ARE FACTORY SEALED - EACH CAP IS RECORDED TO SPECIFIC 
ENGINE LOCATION MATCHED TO THE ENGINE SERIAL NUI\1BER: EXAMPLE 
15069994. THIS PLATE IS ATTACHED TO THE ENGINE. INF0RklATI0N IS 
AVAILABLE ONLY TO TECH INSPECTORS FOR TRACK VERIFICATIONS. 
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CYLINDER HEAD SEAL - FULLY ASSEMBLED AND LOCKED 
STAINLESS STEEL CAP RESISTS CORROSION „p,p„ 
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FIELD DECODE PROCESS USING APPLE OR DROID DEVICE 

The Information 

authenticated. 
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OPENING SCREEN 

CLICK SETTINGS 
USERNAME/ PW 

CLICK SUBIYIIT 

USER 
AUTHENTICATED 
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ZOOM 8 FOCUS ON 
CAP TO DECODE 

CONFIRMING DATA 
DISPLAYED 

PERFORNANCE 
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TECH TRAINING TOOL AND DECODE 
RESULTS FROM CT 350 ENGINE 
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SEAL ON INTAKE MANIFOLD SEAL ON FRONT COVER 
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